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PRODUCT INFORMATION SHEET

Metal drill bit

Description
Professional twist drill bit with 5% cobalt addition. For drilling in steel, cast
iron, non-ferrous metals and hardened plastics. 
Characteristics
 . made of very durable M35 high speed steel with 5% cobalt addition for heat resistance
 . precision-made and sharpened
 . split point technology – uses a specialised cut to provide self-centering drilling,  

 including drilling in oval surfaces, without the need of centre-punching
 . 135° countersink angle
 . manufactured in accordance with DIN 338
 . round shank

Technical data

ø 1.0  34 mm  12 mm HT6D103 5901867172150

ø 1.5  40 mm  18 mm HT6D104 5901867172167

ø 2.0  49 mm  24 mm HT6D105 5901867172174

ø 2.5  57 mm  30 mm HT6D108 5901867172181

ø 3.0  61 mm  33 mm HT6D109 5901867172198

ø 3.2  65 mm  36 mm HT6D111 5901867172204

ø 3.5  70 mm  39 mm HT6D112 5901867172211

ø 4.0  75 mm  43 mm HT6D114 5901867172228

ø 4.2  75 mm  43 mm HT6D116 5901867172235

ø 4.5  80 mm  47 mm HT6D117 5901867172242

ø 5.0  86 mm  52 mm HT6D119 5901867172259

ø 5.5  93 mm  57 mm HT6D122 5901867172266

ø 6.0  93 mm  57 mm HT6D123 5901867172273

ø 6.5  101 mm  63 mm HT6D126 5901867172280

ø 7.0  109 mm  69 mm HT6D127 5901867172297

ø 8.0  117 mm  75 mm HT6D129 5901867172303

ø 9.0  125 mm  81 mm HT6D132 5901867172310

ø 10.0  133 mm  87 mm HT6D134 5901867172327

ø 11.0  142 mm  94 mm HT6D137 5901867172334

ø 12.0  151 mm  101 mm HT6D139 5901867172341

ø 13.0  151 mm  101 mm HT6D141 5901867172358

HT6D103- HT6D109 - 2 pcs
HT6D111- HT6D141 - 1 pc

HT6D103- HT6D109 - 100 pcs
HT6D111- HT6D119 - 80 pcs
HT6D122- HT6D129 - 60 pcs
HT6D132- HT6D141 - 40 pcs

M35 with 5% cobalt addition
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